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Pin Assignment
P1 P2
A4+B4+A9+B9 — 1 RED
A7 2 WHITE .
A6 _ XX 3 GREEN Electrical Test:
A4+B14A124B12 4 BLACK 1. 100%Test(Open ,short ,miss wire)
A3 PN BLUE 2. Contact Resistance: 2 ohm max.
A2 ! | 6 YELLOW 3. Insulation Resistance: 10M ohm Min.
(I )
A1+B1+A124B12 "X 7 SHIELD 4. Hi—Pot: 300VDC/10m:s.
£ 7 SHELD
B10 — 8  PURPLE
B11 =+ 9 ORANGE
SHIELD SHIELD
ITEM NUMBER| -
5 | Molded PVC Black 10U3-32101 DRAWER JL
4 | Molded PE Color Transparent TITLE USB3.0 Type A Male to Type C Male, | CHECKED
USB3.0 A Type Male ,Gold Flash on Contacts, Blue Insulation, Short A Piece Type 10Gb,1 Meter(3.28ft) APPROVED
5 USB3.1 C Type Male ,Gold F1ash on Contacts, with PCB, Black Insulation, MATERIAL SCALE
Resistance 56K ohm & Capacitor 10nF %%» g
1 USB 3.0 Cable, 32AWG*1P+(32AWG*2P+D+AML)*2Pcs+26 AWG*2C+AL+Copper Braid(70%) DRAI:A]/EI\I:I G A UNIT MM
OD: 4.5+0.2mm, Black Outer PVC Jacket NO:
NO. SPECIFICATIONS 888-21282955
ID(NO.) 1 CableWholesale -
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