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JL

MAC

10K5-54212MF

123

RoHS

Shielded Security/Alarm Wire, Gray, 
18/4 (18AWG 4 Conductor), Stranded, CM / Inwall rated

Cross Section

Insulation

Conductor

Jacket

Drain Wire

AL-Foil

Rip Cord

Item Speci�cations

Gauge

Type/Count

Material

Rating

Insulation 
Thickness (in.)

Overall Jacket 
Thickness (in.)

Material

Type

Construction

Material

Color

UL Style

NEC Rating

Rating

Rating

CM Shielded Security/Alarm Wire

18 AWG (AMERICAN WIRE GAUGE)

STRANDED 4 CONDUCTORS

BARE COPPER

CMR

0.009

0.018

PVC-POLYVINYL CHLORIDE

YES

FOIL SHIELDED - ALUM/MYLAR

OVERALL SHIELD & DRAIN

PVC-POLYVINYL CHLORIDE

GRAY (SLATE)

UL LSTED WIRE MISC.

UL LISTED ART 800 RISER

75 DEGREES CENTIGRADE

300 VOLTS AC

20

0.205

Conductor

Insulation

Screen/Shield:

Jacket

SPEC NBR:

Temperature:

Voltage

Approx. Wt. 
lb./500 ft.

Nom. O.D. (in.)

Product

Construction & Material :

Product Speci�cations


