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DVI24+1 Male

Cable Specifications

Cable Length

Rev.

Description Date

04-2021

TN

Cable Printing(White):

A)Conductor 7/0.20TC

)insulation FPE 1.65mm

B
C)Drain wire 7/0.12TC
D)Insulation PE 0.7mm

E)Al Foil 12*0.025mm (7Pair )

F)Conductor 7/0.12TC

G)Insulation PE 0.7mm 5C

H)Drain wire 7/0.12BC
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DVI (Digital Visual Interface)Interconnect Cable Exxxxxx A\ TYPE CL3 75°C SHIELDED ———

Pin Assignment
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DVI24+1 Male

Remark:

1.100% Test (Open ,Short, Miss Wire)
2.Contact Resistance: 6 ohms Max.

3. Insulation Resistance: T0M ohm Min.
4, Hi-Pot:DC 300V/10ms

DAl Foil 27*0.025mm 12 12 PART NO. CABLE
J)Braiding 16/6/0.12AL 13 13 y LENGTH
K)Jacket OD:11.0+0.15 mm Shell —_Braid  ghel|
CL3 Black PVC (Remark:Core Wire color for reference orgll)r/]) 10V2-05310BK-F 10 Meter
10V2-05315BK-F 15 Meter
6 | Ferrite Core, Molded 45P PVC Black
5 | #4-40 Molded Thumbscrew, Black Color Item Number: 10V2-053xxBK-F
4 | Outer Molded 45P PVC, Black Color Title: DVI-D Dual Link Cable, DVI-D Male,
3 |Inner Molded PE ' with Ferrite, Black
2 |DVI (24+1)Pin Male, Gold Plated Drawn by: L
DVI Cable [(24AWG 7/0.20TC*1 Pari+D7/0.12TC+AL/Foil)*7 Pcs+(7/0.12TC* 5C)]+ 3
. 888-212-8295
! |AL+D7/0.12BC+Braid Shield 16/6/0.12AL,0D:11.0+0.15mm, CL3 Black PVC Approved by: MAC CobloWholesaloS
No. Specifications ID: 44




