SPECIFICATIONS

Rev. Description Date

Parameter Frequency HFS-2D A 6-2023
Range (mhz) TYP QC
Insertion Loss (dB) (Max) 5-40 4.3 4.5
41 - 550 45 45
551 - 950 43 47
951 - 1450 52 53 E
1451 - 2150 53 55 =
Isolation (dB) 15-40 25 22
41- 550 21 25 HES:20  Loan
551 - 950 26 24 e
951 - 1450 22 21
1451 - 2150 22 21
Input Return Loss (dB) (Min) 15-40 16 15
41 - 550 16 15
551 - 950 16 15
951 - 1450 16 15 Model HFS-2D
1451 - 2150 16 15
Output Return Loss (dB) (Min) 15-40 20 15 : —
21 - 550 >0 15 Power Passing Specifications HFS-*D
551-950 19 15 Voltage (Ma.x.) 35V
951 - 1450 18 15 Current Rating (Max.) 1.0A
1451 - 2150 17 15
ltem Number: 30X3-10002
General ) .
- Title: Satellite / broadband splitters
Temperature Range -40° to 60° Celsius
Port Spacing 1” Drawn by: MNM
RFI >130 dB Approved by: MAC 888-21 2-8295§
Impedance (ohms) 75.5 ID: CableWholesale +




