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RoHS A 10-2022

JL

MAC

Comzon® Ultra-High-Speed Certified HDMI Cable, 48Gbps,
 4K120 / 8K60, HDMI-A Male, woven jacket, black & silver

C2001  C2002

223

 

4

HDMI AM Connector, Gold Plated+ Tinplate

Black Aluminum Shell

Copper Foil Size:6mm

PART NO.
CABLE LENGTH

L

 C2001

C2002

± T

1000±30 mm

2000±30 mm

Cable Lenght( L±T)

P2

243 56

1

9.0MIN

P1

Laser Carving Size:
15.74 17.61

+D1/0.254BC+144#/0.12AL, BLACK  PVC Jacket (OD:6.3mm)+BLACK Nylon Braid OD:7.1±0.2mm
UL20276 (1/0.254BC*1P+D1/0.254TC+AL-Foil+ADHESIVE-PET)*5C+1/0.254BC*4C+AL-Foil

Inner Molding PE,Nature color

Outer Molding Black PVC 45P
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Cable Marking:

Ultra High Speed HDMI     Cable with Ethernet Exxxxxx          AWM STYLE 20276 80℃ 30V VW-1  TM

ELECTRICAL TEST:
1.100% OPEN SHORT MIS WIRE TEST
2.CONTACT RESISTANCE:5 OHM MAX
3.INSULATION RESISTANCE:5M OHM MIN
4.HI-POT TEST:DC 300V/10ms
5.PASS 8K@60Hz 48G  TEST
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PIN Assignment

BLACK  PVC Jacket OD: 6.3±0.15mm

 FM-PE+SKIN Insulation OD: 0.69±0.05mm (5P)
Conductor ：1/0.254BC

(1C/0.254BC+HDPE OD: 0.55±0.05mm)x4C

Drain wire : 1/0.254BC AL-Foil

Braid: 16#/9/0.12AM

Drain wire ：1/0.254TC
AL +ADHESIVE-PET

BLACK Nylon braid OD:7.1±0.2mm

Cable Section


